‘ ' Battery Trade Office

Primary & Secondary Batteries

RATINGS OF MANGANESE DIOXIDE LITHIUM BATTERY

(TYPE: CR2016)

CLASSIFICATION

MANGANESE DIOXIDE LITHIUM PRIMARY BATTERY

BATTERY SYSTEM

COIN TYPE MANGANESE DIOXIDE LITHIUM BATTERY

BATTERY TYPE CR2016
NOMINAL VOLTAGE 3.0V
80mAh

NOMINAL CAPACITY

(ON CONTINUOUS DISCHARGE UNDER 30K 2 load to
2.0V end-point)

BTO Ltd.
Fabryczna 25

STANDARD DISCHARGE 0.ImA
CURRENT g
MASS APPROX. 2.0g
CAP TERMINAL SUS430+Ni-Plated
TERMINALS
CASE TERMINAL SUS430+Ni-Plated
OUTER IRERIEENEE 20.0(+0/-0.3)mm
OVERALL ) ,
DIMENSIONS HEIGHT 1.6(+0/-0.2)mm
USABLE TEMPERATURE %0 VY ms T 3
RANGE 200~+70TC
STORAGE TEMPERATURE . 3
RANGE 0C=30C
STORAGE HUMIDITY RANGE 40%~75%
The Appearance Of CR2016
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The Dimensions Of CR2016
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90-341 £6dz, Poland
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For further information please contact us +48 42 672 42 02 | office@bto.pl | www.bto.pl | www.bto.net.pl
O szczegdty prosimy pytac nasz dziat techniczny +48 42 672 42 02 | office@bto.pl | www.bto.pl | www.bto.net.pl




Specifications

Nominal Voltage 3 A ®17.5
Dimensions (mm)
. . . 80 (mAh)
Nominal Capacity +0. 0
- , J | 1
Continuous standard load 30(K€) C I N =
| B | C 1. 14 (Ref.)
Operating temperature | 20~ 70T ' '
+0. 0
Weight 2.0(g) D 1.6 g,
Discharge charactenistics Temperature characteristics
(EPY 2.0V) (At 23TC) (EPY .0V) (Load MKQ)
_ 35 35 —
2 30 — 2 390 -
2 = ——— > R o
8 N = =
~ 15— s - gt
10 10 —
0 10 240 360 480 600 720 840 0 10 240 360 480 600 720 840
Discharge time (h) Discharge time (h)
Load vs. Operating voltage Load vs. Capacity
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Pulse discharge characteristics Storage charactenistics
30 Discharge depth 40%, Pulse load for 15 sac (EPY 2.0V) (Load X0 ) (At 23T)
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Storage at 60°C for 30 days equivalent to storage at room temperature for 18 monthes
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